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TOMFLON ASH-250
 Light-colored, solid lubricant paste.
                                       

Product description
Tomflon ASH-250 is whitish, solid lubricant paste used in the assembly and fitting of a wide range of components. It contains no lead, nickel, sulphur or chlorine. 

Application

Tomflon ASH-250 is suitable for sliding surfaces and friction contacts exposed to heavy loads, requiring "clean" lubrication, particularly at low speeds, and as a running-in lubricant. It is also suitable on many friction contacts of electrical and domestic appliances, packaging and office machinery, precision instruments, machinery in foodstuffs and beverages industry, as well as in textile and plastics processing machinery. 
Safety regulations
The product is not subject to identification regulations under EU Directives and the Ordinance on Hazardous Materials (German GefStoffV).
See Material Safety Data Sheet.
Advantages
· Very good temperature resistance;
· Facilitates assembly and disassembly;
· Protects from running-in damage and prevents seizure
· Very suitable for heavy loads, shocks and vibrations;

· Emergency lubrication through lubrication film of PTFE;

· Good protection against wear and corrosion;
· High water resistance;
Restrictions

This product should not be used in oxygen service or applications requiring oxygen compatibility.

Packaging 
This product is available in different standard container sizes.
Usable life and storage
When stored at or below 20°C (68°F) in the original unopened containers, this product has a usable life of 24 months from the date of manufacture. Upon prolonged storage, it is normal for a small amount of fluid bleed to appear on the surface of the paste. This condition is not detrimental to the performance and the fluid is simply mixed back into the suspension.

Instructions for use
Before use, thoroughly clean parts and remove or wash off old paste. Do not mix with other pastes and greases.

Transport regulations

Not regulated.

Product data
	Base oil / thickener
	Mineral / PTFE

	Colour
	Whitish

	Service temperature, °C
	– 20 to 250

	NLGI consistency class
	2

	Worked penetration, at 25°C, 0.1 mm
	265-295

	Drop point, °C
	> 250

	Density, g/cm3, approx.
	1.2

	Four-ball weld load, N
	4000

	Base oil viscosity, at 100°C, mm2/s, approx.
	20 -22

	Corrosion protection (Emcor test)
	0 - 1



